CELHD ADHOC DEFAULT PREFERNCES

Adhoc s are assigned default adhoc attributesrequired for preliminary design. For
preliminary design of MSE Wall and Cut Wall for CFLHD, modify the adhoc attributes as
shown below.

CUT WALL ADHOC ATTRIBUTES

& Prop. CUT Wall

=
Mame Type Y alue |
B ottorF ootingProft ame String none
Footing Thickness Mumenz  1.26
kin. Stem Height Murneric 10
Structure Exc Width Mumernc 1.5
TopFootingPraft ame String none
Topw allProft ame String none
"wall Above Ground Mumenz 1.0
"' all B atter String a0:1
v all Excavation Slope
W all Width Humeric 1.0
A all Width Factor Murmerc  0.55
" allChaint ame String nore

MSE WALL ADHOC ATTRIBUTES

& Prop. MSE Wall

o)

vl
M arne Type W ale |
W all Fareslope String -1:3
' all Batter String -24:1
Leveling Pad Depth Murneric 0.0
"l Lift Height Murneric 1.5
Set Back “Width Murmeric 40
" all width Factor MHumeric 07
Additional Exc 'width Murnenc 15
Min Reinforce Length Humeric 0.0
' all Excavation Slope String 11
Embedment Depth Murneric 2.0
B ottarmF ootingProft ame String niohe
" allChaint ame String noheE
LIMLOCK, ‘wall Foreslope [Sting v |
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